
2.0MP HD HYBRID CAMERA

FS-TVI2.0ND4

Image Sensor    1/2.9” SONY CMOS

Resolution    1920(h) × 1080(v)

Efective Pixels    1080p @ 2.0mp

Day&night Mode    External Control(default) / Auto / Color / Black & White

S/N Ration �   41DB

Minimum Illumination   0.01LUX

Digital Noise Reduction   Yes

Video Output    AHD 1080P / TVI 1080P / CVI 1080P / CVBS 1280H

Function Control    UTC

Wide Dynamic Range   Digital Wdr

White Balance    ATW,AWC>set, Manual

Auto Gain Control    Yes

BLC     Yes

HLC     Yes

DEFOG     Yes

Electronic Shutter    Auto/manual(1/50\60 ~ 1/60,000 Sec.)

Operating Voltage    Dc12v 1a±10% (9v-18v Wide Voltage Protection)

Operating Temperature   -20℃ - 50℃
Working Humidity    0-70%RH(no Condensation)

Lens     3.6mm Fixed Focus Lens

Waterproof Level    IP65

Night Vision    18pcs SMD IR Leds @ 25m

Dimensions(mm)   110.4(D)mm× 79.6(H)mm
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 IR Weather-proof Camera  

 3.6mm HD lens

 18pcs IR SMD leds 

 25m IR Range


